**DESCRIPTION:**

PEAK® HIGH MILEAGE MOTOR OIL is formulated with seal conditioner and powerful detergents that help prevent oil leak and remove built up sludge deposits in vehicles over 75,000 miles. Meets modern engine performance demands for improved resistance to oxidation, deposit control and wear protection.

**BENEFITS:**

- Developed with advanced additives that help condition and restore seals which can help prevent oil leaks
- Can help minimize oil consumption and maximize compression to restore lost power
- Contains special detergents to help clean existing sludge and deposits in high mileage engines
- Enhanced deposit control to protect vital engine parts
- Formulated to help deliver superior reduction of friction and abrasion
- Backward compatible with earlier API/ILSAC performance levels

**APPLICATION:**

PEAK HIGH MILEAGE MOTOR OIL is recommended for use in vehicles with more than 75,000 miles. Use to protect critical engine parts from lubricant related failures for up to 1 full year or 5,000 miles (8,000 Km), whichever comes first. Visit PEAKauto.com and see PEAK's Motor Oil Limited Warranty to learn more. Follow your vehicle's OEM recommended oil change interval if under warranty.

**SHIPPING INFORMATION:**

Distributed by Old World Industries, LLC Northbrook, IL 60062
p 800.323.5440   www.peakauto.com
©2017 PEAK and the PEAK Mountain Graphic are Registered Trademarks of Old World Industries, LLC.

**PRODUCT INFORMATION:**

<table>
<thead>
<tr>
<th>Viscosity @ 100 °C, cSt</th>
<th>Viscosity Index</th>
<th>Noack Volatility</th>
<th>Quart UPC Code</th>
<th>Case SCC-14 Code</th>
<th>Bag in a Box UPC Code</th>
<th>55 Gal Drum UPC Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>8.58</td>
<td>158</td>
<td>13.1</td>
<td>0-74804-04210-8</td>
<td>1-00-74804-05161-9</td>
<td>0-74804-04260-3</td>
<td>0-74804-04260-3</td>
</tr>
<tr>
<td>10.2</td>
<td>159</td>
<td>13.0</td>
<td>0-74804-04211-5</td>
<td>1-00-74804-04801-5</td>
<td>0-74804-04261-0</td>
<td>0-74804-04261-0</td>
</tr>
<tr>
<td>10.4</td>
<td>151</td>
<td>10.0</td>
<td>0-74804-04212-2</td>
<td>1-00-74804-04837-4</td>
<td>0-74804-06223-6</td>
<td>0-74804-04262-7</td>
</tr>
<tr>
<td>15.5</td>
<td>155</td>
<td>10.0</td>
<td>0-74804-04213-9</td>
<td>1-00-74804-05164-0</td>
<td>-</td>
<td>0-74804-04263-4</td>
</tr>
</tbody>
</table>

(*) Including pallet weight of 50 lbs.  ** Based on 42 cases per skid